
 

DOUBLE CHAMBER DUNNAGE BAGS 
 
 

 

For use as large void filler when the void is too large for a 
conventional dunnage bag. 
 

These tough, high quality, two chamber jacking bags will 
maintain their working pressure throughout a typical ocean 
voyage acting as a dunnage bag in transit. 
 
Utilising the same Checkmate Corner Fill Valve as our 
heavy duty dunnage bags, increasing their utility by 
allowing them to positioned fully inside gaps, along with 
being fully compatible with the Checkmate Air Bag 
Pressure Maintenance System. 
 
Suitable for use in ships holds, boatyards, storage facilities 
and the construction industry. 
 

 

 

 
Carrying straps included. 
 
Built with high strength Rectus Type 25 
female quick release coupling with 
reinforced ergonomic knurled brass 
deflation vent. 
 

As we design, manufacture, and supply 
from the UK, we can produce Double 
Chamber Jacking Bags to any dimensions 
you require, please don’t hesitate to 
contact us should you have a specific 
project in mind.  
 
 

TECHNICAL DATA 

 

 Material  Weight  Dimensions 
Heavyweight rubber 30 kg 2.44m x 1.22m when flat 
coated fabric  Custom sizes available to order. 

 Jacking Force  Jacking Distance  Max. Inflation Pressure 
Up to 18 tonnes Max. 0.6m 6 psi / 0.4 bar 
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